
All India Institute of Medical Sciences, Bilaspur

Himachal Pradesh- 174037

Ref No of GeM Bid No: GEM/2024/B/5650056

Issue Date: 06/12/2024

Name of the Bid: Pediatric laparoscopy set

Representation from:

1) Stryker

s.
NO.

2

3

4

Existing specification

Video Processor
The system should be ready to accept
2D camera head, Cysto-videoscopes
and Uretero-videoscopes.

Liqht Source
Should be powerful LED Light Source
equivalent to 175 or more to adequate
brightness and true colour
re roduction.
Should have 2100 Lumen or more.

Telescopes 10mm 30 degree and 5mm
30 degree (4K ICG Compatible)-2 no.
each

To be changed to

Requesting you to kindly delete this
point as it seems to be company
specific & it may restrict reputed and
eligible bidders to participate

Request you to kindly amend as below:
- Should be powerful LED Light Source
equivalent to 300 or more to adequate
brightness and true colour
re roduction.
Request you to kindly amend as below:

- Should have 1700 - 2100 Lumen or
more.
Please clarify Quantity of Each Size

Amendment/ esponse

Not accepted
Department r quires ready to
accept flexibl cysto-
videoscope and uretero-
videoscopes for Pediatric
urolo atients.
Accepted

Accepted IOP ional

01 each
10mm 30 degree
5mm 30 de ree
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5

6

It should have chip on Tip technology.

E dosco ic Trolle
hould be from Same OEM

Requesting you to kindly el te this
point as this feature is req ir d for 3D
Integrated Camera Head elescope
whereas you have asked or 2D

2)

camera S stem.
Request you to kindly am

Should be from Same O
Marketed by Same OEM.
Cart should be covered u

Warrant

To be changed to

n

Life care

S.NO E isting specification/ tender
s ecification

V deo rocessor :-
o he system should have resolution
( 840*2160) 2D in 4k resolution and
a pect ratio of 16:9 for 4k video

p ocessing

he system should be ready to accept
2 camera Head, Cysto-Videoscopes
a d Uretero-videoscopes.

Should automatically adjust light
i tensit to achieve ideal illumination.

Processor should be 3D c
ICG 4K for easy and mini a
upgradation.

Along with several Video c
scope in 2D and 3D shoul

accepted in the consolet p
open surgeries.

as below:

bile Video

patible in
cost

pe, Exo-
Iso be
rform

Accepted

Accepted
Warranty in case of marketed
by same OEM would e 5

years

Amendment/Respons

Accepted
If department wants t upgrade
system to 3D in future, could be
possible with minimal cost
upgradation

Facility of flexible vid o-cystoscope
and video-ureteroscope is mustu
Option of Exo-scope is optional
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2

3

LED Liqht Source:
Should be powerful LED Light

source equivalent to 175 or more to

adequate brightness and true color
reproduction.

The lamp's life should be 50000
hours or should be under a 5-year
warranty

32" 4k Medical grade monitor: 2 Nos.
one for operating surgeon and other for
assistant.

0 Should have facility to upscale
HD/SD signals to 4k resolution.

It should have chip on tip
technology.

Additional point: 4K ICG compatible
camera head is not asked in the
s ecifications. Please addthis oint.

Laser Free Light source Fhouldbe
asked for ICG operation to avoid
possible harmful events aused by
using laser beam on exposed areas
and to user'seyes.
It should be changed 30,000 hours and
10 years support till the end of the
CMC. 30,000 hours technically assures
more than 10 years lamblife.

32" or 55" 4K 3D monito should asked
for the operating surgeon and for the
assistant, 27" Full HD Medical grade
monitor should be asked. And both the
monitors should be from the same
manufacturer as of other equipment's.

This point should be deleted as it has
no reference if already 4K signal is
being fed to the monitor.

This point should be delftedas it is

applicable in videoscopes and 3D
scopes.

4K Camera h ad along with
specification dded at last *

Optional

Accepted

32" 4K monit r for operating surgeon
and for Assis ant 32" full HD medical
grade monito

Accepted

Accepted
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45 1/min Hi h flow insufflator:
High flow 45 litres or more with digital

d splay on front panel Set pressure,
Actual pressure flow rate and volume.

ecordin s stem
Should have facility to record 4k

v deos and HD and still images.

0 Internal storage 1 TB

Can be from repute make or same
ake.

OINTS TO BE ADDED TO SPECS

40 L/min is sufficient even for
maintaining high pressure in patients
with large anatomy.

Should have the facility to re ord
Videos (Optional with aud o) and still
images in Full HD, 4k, 2d n 3D
(Future proof).

The internal storage shoud e 2TB or

more. As 4K signals use o e storage
capacity where ITB shall o be
sufficient.

The system should be fro he same
manufacturer as other equip ent and
instruments to maintain th ptimum
ima in Chain.

Should be a medi a device
based on Windows S.

Should be dual c a nel to

document two so r es
simultaneously.
The system should ave
10inch or more to ch screen
for Graphical Use Interface.

Not accepted
4511min or more with i ternal or
external facility of heating the C02 is

must
Accepted

Accepted
internal memory of 2 B along with
external memory sup ort of 5 TB anc
more

Not Accepted

Preferable

The system should
integrated DICOM a
Interface

The system should
inte rated safe h

ave
d HLS

ave
cklist

O
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followingWHO standards or
customizable.
The system should have the
option ofAutomatic storage
in background to reduce the
time between the
interventions
The system should have AES-
256 rotection for stored data.

6

SL
No.

12

Laparoscopic suction and irrigation
pump
Vacuum tube from pump to serration

tra h iene filter for as iration
Note: 1. All key components like
Camern system, Telescope, light
source, insufflator ,monitor, should be
from the same manufacturer

Technical Specification

PEDIATRIC LAPAROSCOPIC 5 MM

INSTRUMENTS
5 MM HEMLOCK CLIP
APPLICATOR DISMANTLING,
ROTATING, LENGTH 25-30CM
WITH METAL HANDLE, METAL
OUTER

This point should be deleted as it is

company specific.
All key components like Camera
system, Telescope, light source,
insufflator, monitor, recording device,
suction irrigation system and
instruments should be from the same
manufacturer to maintain proper
imaging chain and for better service
and outcome.

Amendment Point

Provide option to supply from 3rd

party.

ACCEPTED
Note: 1. All ke components like
Camera syste , Telescope, light source,
insufflator ,monitor, should be from the
same OEM

Accepted
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25

26

27

SHEATH, INSERT FOR MEDIUM AND
L RGE SIZE CLIPS

-5.5 MM CLIP APPLICATOR
DISMANTLING, ROTATING/NON-

OTATING, LENGTH 25-30 CM
WITH METAL HANDLE, METAL
UTER SHEATH, INSERT FOR
EDIUM AND SMALL SIZE CLIPS

HOLDERMM NEEDLE
MACRONEEDLE HOLDER, SIZE 5
MM, LENGTH 25-30, SELF

ERGONOMICCORRECTING,
HANDLE WITH RATCHET, LEFT

Provide option to supply fr m 3rd
party.

SELF CORRECTING i n t

CURVED JAWS WITH

possible with curved jaw.
change

10 mm is available only
minimum 36 cm length.

I ase

ta

TUNGSTEN CARBIDE
INSERTS

O MM FORCEPS 25-30 CM,
FORCEPS, ROTATING,
DISMANTLING WITHOUT
CONNECTOR PIN FOR
COAGULATION, DOUBLE
CTION JAWS FOR RETRIEVING
ALLSTONES
LAW FORCEPS 10 MM, 2/3 CLAWS,

L n th 30 cm or more
EEDLE HOLDER CURVED
RIGHT WITH AUXILIARY
ALIGNED HANDLE 5 MM DIA,
WORKING LENGTH 250-300 MM

COMPLETE
ITH INNER SHEATH AND HANDLE.
EEDLE HOLDER STRAIGHT

10 mm is available onl

minimum 36 cm length.
Make change in range fr

350 mm as smaller Ie gt

needle holders are no ava la

Make chan e in ran efr

ta

250 to

250 to

Accepted

Accepted

0k, Accepted

0k , Accepted

Accepted

0K, Acce ted
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RIGHT WITH AUXILIARY
ALIGNED HANDLE 5MM DIA,
WORKING LENGTH 250-300 MM

COMPLETE
WITH INNER SHEATHAND HANDLE
BIPOLAR GRASPING FORCEPS
5.0-5.5 MM DIA, WORKING LENGTH
250-300 MM

3) OLYMPUS

S.NO Existin s ecification
2. LED Li ht Source
3.ShouId be powerful LED light

source equivalent to 175 or more to
adequate brightness and true color
reproduction.

4.Should have 2100 lumen or more
3. 32' or more 4k Medical grade
monitor; 2 Nos one for operating
surgeon and other for assistant

Himachal Pradesh- 174037

350 mm as smaller length

needle holders are no available.

Make change in working length

range from 250 to 360 mm

To be chan ed to

We request you Kindly Amend it

as:
Should be powerful LEPlight source

equivalent to 300 wayor more to

adequate brightness aodtrue color
re roduction.

We re uest ou kindl delete it

0K Accepted

Amendment/Res onse

Accepted

OPTIONAL
32"or more 4 monitor for
operating surgeon and for
Assistant 32" ull HD medical
grade monito
Trolley/ Pendant for fixing the
monitor should be rovided

Kindly include: Should have A.I.M.E mode for visualization of structures wi h increased contrast & sharpn ss and clone out
o tion
4. Telescopes 10mm 30 Degree and 5mm 30 Degree 4K ICG Compatible - 02each. - 01 eac



S ould have 3 types of adapters for
fi re optic cable

I should have chip on tip technology

5. 45 Ilmin High Flow Insufflator

hould have neonatal/Pediatric,

B riatric/high flow mode

S ould have facility of integrated
h ating C02 gas

S x modes upgradeable visual and
a dible alarms with min 0.1 1 flow rate.

NOTE
The bidder should quote at least

available model which is available
fr m OEM in global market as per
s ecifications

We request you Kindl a end it

as:
Should have comp ti le

adapters for repute make ib e optic

cable
We request you kindly

Delete, not applicable fo T lescopes

We request you Kindly a nd it as:
Should have modes fo

neonatal/ Pediatric, B ri tric
sur e

We request you Kindl a
as:

Should have facil ty

inte rated/ external heatin
We request you Kindl a

as:
Should have visual and au i

with min 0.1 1 flow rate.

Latest model available

end it

02 as
end it

Ie alarms

Accepted

ACCEPTED

ACCEPTED

ACCEPTED

ACCEPTED

Typing error
Bidder should quote I test
available model prese t

loball

PreferableKindly Include: Laparoscopy system should be ready to use for 3D.---------- -- ----- ----------

Kindly Include: Should have contrast visualization modes for easy recogni io & differentiation of Fat, vessels & nodes


